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PURPOSE

TYPICAL: 

The Tradegy of
Richard III

THE UNIVERSITY OF TOLEDO

PLATE: 

2 of 3

FILE: RichardIII.vwx

PLATE 1: LIGHT PLOT

PLATE 2:  Crown/ Floor Mounts

PLATE 3: SECTION 

DIRECTOR: SUE OTT ROWLANDS
RESIDENT LD: JAKYUNG SEO
RESIDENT ME: JASON POTTS

LIGHTING DESIGNER: DAVID KRUPLA
SCENIC DESIGNER: BEN KENOBI

TECHINCAL DIRECTOR: LOUIS JORDAN
COSTUME DESIGNER: DAV BURRINGTON

SOUND DESIGNER: BRIAN CHISMAR
STAGE MANAGER:  ROSE BANK

ACCESORIES:

BY: THE BARD

KEY:

26 Degree Source 4 - 750w

36 Degree Source 4 - 750w

50 Degree Source 4 - 750w

Gobo

56
M

FL PAR 56 MWF - 500w

Alt. 6 X 16 - 750w

Alt. 6X12 EHF - 750w

PAR 38 - 250w

Alt. 8" Fresnel- BVT - 1000w

Strand 6" Fresnel - FRE - 650w

Strand 3" Fresnel - FRB -500w
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NOTES: 

David Krupla
Cell: 216-287-4106
Email: dkrupla@kent.edu

- The production will need to rent 8 compleate 8" fresnels.

- The production will need to rent 6 compleate Source 4 26 degree fixtures.

- The production will need to rent two foggers. Placement T.B.D. 
   Please check rental sheet for fogger type. 

 -Please keep all cable runs neat and tidy.

-All Fixtures are on 18" centers unless noted.

- Please have R 132 on hand for focus.

- Any subsitutions need to be approved by the Lighting Designer

- Please call the Lighting Designer with any questions:
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Placement of lighting fixtures in crown are 
suggestions. 
Cableing needs to be masked as best as possible. 

1-6: All floor mount fixtures need to be mounted and ready for the day of focus. 
    Please leave slack on cabels.  Final Postion will be determined on the day of focus. 

PLATE 2 NOTES: 


